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SZ Tenveo Video Technology Co., Ltd, founded in 2011, and headquartered in Shenzhen with two offices in Xi'an and Chengdu, China, is 
a leading ISO9001-certified manufacturer of PTZ cameras, webcams, speakerphones and keyboard controller. With more than 14 years 
of OEM/ODM/JDM experience and a global presence in more than 140 countries, we pride ourselves in the design, engineering and 
manufacturing of Pro AV solutions to elevate experiences of learning, working, and collaborating.

Our Mission
To develop & manufacture quality products by completely acquiring market and user needs, to ensure our representatives' profit, and 
to offer 24-hour online after-sales service and 3 years warranty guarantee.

Tenveo is one of the leading manufacturers of audio and visual products in China. We focused on developing and implicating the 
technology of HD PTZ video cameras, streaming cameras, Omni-directional speakerphones and smart Al video & audio devices. With 
best-in-class quality, innovative technology, and user-friendly experiences, Tenveo is striving to be the trustworthy video and audio 
service, technology and product provider worldwide.
To become the world's leading audio and video equipment, high-quality service provider of Al intelligent equipment.
Take customer as centric and create core competitiveness through R&D technology.

GET TO KNOW TENVEO



PART 1 PTZ CONFERENCE CAMERA

1.1 Tenveo VHD Series PTZ Camera

Model Name Resolution(Max) Optical zoom Digital zoom Video Outputs Diagonal Angle AI Tracking NDI optional

TEVO-VHD612A 1080P60fps 12x 8x USB 3.0, HDMI, RJ45, SDI 77.5° ~ 7.53° YES YES

TEVO-VHD620A 1080P60fps 20x 8x USB 3.0, HDMI, RJ45, SDI 69.5° ~ 3.86° YES YES

TEVO-VHD630A 1080P60fps 30x 8x USB 3.0, HDMI, RJ45, SDI 69.5° ~ 2.63° YES YES

TEVO-VHD12U-4K 4K@30fps 12x / USB 3.0, HDMI 89.51°-9.04° NO NO

TEVO-VHD3U 1080P60fps 3x / USB 3.0, HDMI 113.91°-47.55° NO NO

TEVO-VHD10U 1080P60fps 10x / USB 3.0, HDMI 62.8°-7.8° NO NO

TEVO-VHD12U 1080P60fps 12X  USB 3.0, HDMI 89.51°-9.04° NO NO

TEVO-VHD20U 1080P60fps 20x / USB 3.0, HDMI 59.8°-3.9° NO NO

TEVO-VHD4K 4K@30fps / 5X USB3.0 120° YES NO

TEVO-VHD20H 1080P60fps 20x / HDMI, USB3.0, RJ45 61°-3.64° NO YES



1.2 Tenveo NV Series PTZ Camera

Model Name Resolution(Max) Optical zoom Digital zoom Video Outputs Diagonal Angle AI Tracking NDI optional
TEVO-NV MAX 612A 1080P60fps 12x 16x USB 3.0, HDMI, RJ45, SDI 80.71° ~ 7.65° YES YES
TEVO-NV MAX 620A 1080P60fps 20x 16x USB 3.0, HDMI, RJ45, SDI 72.88° ~ 3.95° YES YES
TEVO-NV MAX 630A 1080P60fps 30x 16x USB 3.0, HDMI, RJ45, SDI 72.5° ~ 3.63° YES YES
TEVO-NV3U 1080P60fps 3x / USB 3.0/Wireless dongle 113.91°-47.55° NO NO
TEVO-NV20U 1080P60fps 20x / USB 3.0/Wireless dongle 59.8°-3.9° NO NO
TEVO-NV10H 1080P60fps 10x / USB 3.0, HDMI 62.8°-7.8° NO NO
TEVO-NV20H 1080P60fps 20X / USB 3.0, HDMI 59.8°-3.9° NO NO
TEVO-NV10A 1080P60fps 10x / USB3.0, HDMI,RJ45, SDI 75.4°-8.8° NO YES
TEVO-NV20A 1080P60fps 20x / USB3.0, HDMI,RJ45, SDI 61°-3.64° NO YES
TEVO-NVS20A-4k 4KP 30fps 20x / USB3.0, HDMI,RJ45, SDI 63.1°～3.7° YES YES



1.3 Tenveo VL Series PTZ Camera

Model Name Resolution(Max) Optical zoom Digital zoom Video Outputs Diagonal Angle AI Tracking NDI optional

TEVO-VL12U 4K@30fps 12x / HDMI, USB3.0-C, RJ45 78.36°-7.5° YES YES

TEVO-VL10N 1080P60fps 10x / HDMI, USB3.0-C, RJ45 75.4°-8.8° YES YES

TEVO-VL20N 1080P60fps 20x / HDMI, USB3.0-C, RJ45 61°-3.64° YES YES

TEVO-VL11H 1080P60fps 10X  USB 3.0-C, HDMI 62.8°-7.8° NO NO

TEVO-VL20H 1080P60fps 20x / USB 3.0-C, HDMI 59.8°-3.9° NO NO



1.4 Tenveo UV Series PTZ Camera

Model Name Resolution(Max) Optical zoom Digital zoom Video Outputs Diagonal Angle AI Tracking NDI optional

TEVO-UV612A-4K 4K@60fps 12x / USB 3.0, HDMI, RJ45, SDI 89.51°-9.04° NO YES

TEVO-UV12A-4K 4K@30fps 12x / USB 3.0, HDMI, RJ45, SDI 78.36°-7.5° NO YES

TEVO-UV20A-4k 4K@30fps 20x / USB 3.0, HDMI, RJ45, SDI 61°-3.64°(T) NO YES

TEVO-UV10A 1080P60fps 10x / HDMI, USB3.0, RJ45, SDI 75.4°-8.8° NO YES

TEVO-UV20A 1080P60fps 20x / HDMI, USB3.0, RJ45, SDI 61°-3.64° NO YES

TEVO-UV12A 1080P60fps 12x / HDMI, USB3.0, RJ45, SDI 78.36°-7.5° NO YES

UVMAX 612A 1080P60fps 12X 16x HDMI, USB3.0, RJ45, SDI 80.71° ~ 7.65° YES YES

UV MAX 620A 1080P60fps 20x 16x HDMI, USB3.0, RJ45, SDI 72.88° ~ 3.95° YES YES

UV MAX 630A 1080P60fps 30x 16x HDMI, USB3.0, RJ45, SDI 72.5° ~ 3.63° YES YES

UVS20A-4k 4K@30fps 20x / HDMI, USB3.0, RJ45, SDI 63.1°～3.7° YES YES



1.5 Tenveo UV/NV 620A Ultra PTZ Camera

Model Name Sensor Resolution(Max) Optical zoom Digital zoom Video Outputs Diagonal Angle AI Tracking NDI optional

TEVO-UV612A-4K 1/1.8'' 4KP@60fps 20x 16x USB 2.0, HDMI, RJ45, SDI 66.6° ~ 4.0° YES YES



PART 2 ALL-IN-ONE-CONFERENCE SOLUTION

2.1 Tenveo VMAX bar--VIDEO BAR

Video

Pixels 8.42MP
Digital Zoom 5X
FOV D: 93.5°, H: 84.4°, V: 53.1°
Resolution 4K@30
Focus Fixed Focus
AI Modes Single person tracking, speaker tracking, participant tracking, close-up of speaker

Video Signals  

MJPEG: 3840*2160P@30/25fps, 1920*1080P@60/50/30/25fps, 
1280*720P@60/50/30/25fps
H.264: 3840*2160P@30/25fps, 1920*1080P@60/50/30/25fps, 
1280*720P@60/50/30/25fps
YUY2/NV12: 1920*1080P@30/25, 1280*720P@30/25fps, 640*480P@30/25fps

Video  Encoding Format H.265/H.264/MJPEG
Network Protocol RTSP, RTMP, ONVIF; Support VISCA OVER IP

Audio

Built-in Mic 8
Built-in Speaker 1, Sensitivity 83dB+-2dB
Voice Pickup Range 6 Meters
Audio sampling rate Output: 16kHZ,44.1KHZ,48KHZ；Input: 16kHZ
Audio codec protocol AAC
Audio processing AEC (acoustic echo cancellation), automatic noise reduction, automatic gain
Expansion Mics Support connect expansion mic via USB 

Interfaces

HD Interface 1xHDMI
USB Interface 1 x USB 3.0, Type-B; 1 x USB2.0; Type-A
Network Interface 1 x RJ45：10/100/1000M Adaptive Ethernet, Support POE
WiFi（Optional） 2.4G WiFi, Support WiFi Dongle
Antenna interface (optional, only apply with Wifi) 1, ANT

Power interface 1, DC12V
Remote IR remote 1



2.2 VA300C USB 4K Webcam

Sensor 1/2.8" SONY CMOS
Video Resolution 3840 x 2160@30fps, 2560 x 1440@30fps, 1920 x 1080@30fps etc
Effective Pixels 8.29mega pixel
Field of View 118.8°(D),109.9°(H),74.6°(V)  ; 76°9(D), 70.3°(H), 47.7°(V)
DNR 2D & 3D DNR
Encoding YUV,MJPG,H.264,H.265,NV12
Digital Zoom 5x
ePTZ Support
AI Function Support
Built-in Mic 4
Voice Pickup Range 5meters
Built-in Speaker 1
Power Supply Type-C
Input Voltage 5V
Remote Control Yes



2.3 Tenveo VMAX bar--VIDEO BAR

Sensor 1/2.7'' CMOS Sensor 

FOV 140° (D), 140° (H), 103° (V)

Hardware Out
4992x928@30fps (Panorama Only)
1920x1080@30fps, 1280x720@30fps, 640x360@30fps(Panorama, Top-Down,Panning)
DOA: Direction of Arrival

Video Encoding Format MJPG/YUV2

Microphone Array Built-in 4 Digital Microphones / Unidirectional Microphones 

Pickup Range 5M

Features Flexible screen layout with hardware dynamic ROI crop; People Tracking; High resolution, low distortion;AI & 
BeamForming integration



2.4 VA200PRO VA4K USB Webcam

Model No. VA200Pro VA4K
Sensor 1/2.9″HD color CMOS Sony IMX415

Video Resolution 1920×1080@60fps etc 3840 x 2160@30fps, 2560 x 1440@30fps, 1920 x 1080@30fps etc

Effective Pixels 2.10 mega pixel 8.29 mega pixel
Field of View 113.8°(D), 97.5°(H), 84.4°(V) 116°(D), 107°(H), 71°(V)
DNR 2D & 3D DNR 2D & 3D DNR
Encoding YUV, MJPG
Digital Zoom N/A N/A
ePTZ N/A Support
AI Function N/A Support
Built-in Mic 2 2
Voice Pickup Range 5 meters 5 meters
Built-in Speaker 1 1
Power Supply Type-C Type-C
Input Voltage 5V 5V



2.5 Video conference group for middle-big conference room

Item Name TEVO-VA612GROUP TEVO-VA512GROUP
Optical Zoom 12x zoom
Image Sensor 1/2.8" SONY CMOS

Video Format
4KP@30fps,1080P@60/50/30/25fps, 720P@60/50/30/25fps
H.264, H.265, MJPG, YUY2, NV12

Horizontal Angle 70.28°(W)-6.57°(T)
Control Interface RS232 (input only), RS485, UVC1.1
Speaker Volume 110dB
Response 100Hz-20KHz
Pickup Range 6m(Radius)
Interface DP interface；2x3.5mm Jack（for Expansion Mics）
Interface DP*2; Power interface*1; USB Type-C*1
Power Supply DC 12V
USB Cable 3m USB cable*1
Connection Cable 5m DP cable*2



PART 3 CONFERENCE SPEAKERPHONE

 Bluetooth Speakerphone

Model Name Battery Bluetooth Connection Type Room Size Pickup Range Mics Speaker Can be cascade?
Connect extensions?

TEVO-M3B 2400mAH BT5.0 USB/Bluetooth/Wireless 15-30㎡ 5 meters (16.4 feet) 2x 5W/95dB No

TEVO-M5B 8000mAH BT5.0 USB/Bluetooth/Wireless 15-30㎡ 6 meters (19.68 feet) 4x 5W/120dB Cascade optional

TEVO-M6B 8000mAH BT5.0 USB/Bluetooth/Wireless 15-30㎡ 6 meters (19.68 feet) 8x 5W/110dB Connect extensions

          M3B       M5B     M5B-EX        M6B & M6BEX



PART 4 KEYBOARD CONTROLLER FOR PTZ CAMERA

Model No KB200 KB200pro
CHIP ssd202d ssd202d
SYSTEM Linux Linux
Max equipment 256 256
Decoding / H.265, H.264
RESOLUTION MAX 1080P for 1 channel:1920*1080@30fps MAX 1080P for 1 channel:1920*1080@30fps

PROTOCOL ONVIF, Full VISCA,NDI,Pelco-P,Pelco-D VISCA over IP, NDI Control,Pelco-P,Pelco-D, Sony VISCA Compatible, 
ONVIF

Joystick 4D 4D
Output RS232, RS422, RJ45 RS422(Reserved), RS232(Development port), RJ45
Accessories Knob, Silicone button Knob, Silicone button
Beep On/off On/off
Display TFT LCD 320*240 TFT LCD  720*1280
Max camera 
control Max 255 Max 255 with multiple protocols including NDI/IP

POWER DC12V-2A POE DC12V-2A  POE



PART 5 CONFERENCE EQUIPMENTS

 5.1 TEVO-T310 Conference Terminal

Standards and Protocols ITU-T H.323, IETF SIP
Video Standards and Protocols H.261, H.263, H.263+, H.263++, H.264, H.264 High Profile,H.264 SVC (Optional)
Audio Standards and Protocols G.711, G.722, G.722.1*, G.722.1C*, AAC-LD, G.726, SILK,Opus
Dual Stream ITU-T H.239, BFCP
Other Standards H.221, H.224, H.225, H.235, H.241, H.245, H.281, H.350, H.460, T.140, DTMF
Network Standards and Protocols TCP/IP, DHCP, SSH, HTTP, HTTPS with SSL/TLS, RTP, RTCP, RFC3261, RFC3264, RFC2190, RFC3407, RFC2833, RFC4585(RTP/AVPF), SNTP, ARP

Active Video Resolution • 1080p, Guaranty bandwidth: 1024Kbps; • 720p, Guaranty bandwidth: 512Kbps
• w448p/4SIF/4CIF, Guaranty bandwidth: 256Kbps;  • w288p/SIF/CIF, Guaranty bandwidth: 128Kbps

Content Video Resolution

• Input: VGA (640x480), SVGA (800x600), XGA(1024x768), WXGA(1280x768), WXGA (1280x800), 1280x960, SXGA(1280x1024), 1360x768, 1366x768, 
1440x900, 1600x900, 720p(1280x720), 1080p(1920x1080)
• Coding/Decoding Resolution: 800x600, 1024x768, 1280x1024, 1280x720, 1920x1080
• Output: 800x600, 1024x768, 1280x1024, 1280x720, 1920x1080

Dual Stream Dual 1080p or dual 720p
Other Video Features PiP (Picture in Picture), PoP (Picture outside Picture)

Audio features

• AEC (Acoustic Echo Cancellation)
• AGC (Automatic Gain Control)
• ANS (Acoustic Noise Suppression)
• Lip synchronization

Security and Stability
Network FEC (Forward Error Correction), ARQ (Automatic Repeat-reQuest) etc.

Security • H.235 (AES) signaling and media stream encryption
• Administrator password, SSH/HTTPS

Firewall Traversal H.460, ICE
IP Bandwidth 64kbps ~ 8Mbps



 5.2 S500 4K CONFERENCE RECORDING & STREAMING HOST

Storage

One-Key System Recovery

3.5-inch pluggable hard disk bay, compatible with mainstream hard drives;recommend surveillance-grade or higher 3.5-inch 
hard disks.
Supported

Network Protocol
Front Panel Button
Video Encoding Format
Input Resolutions

Output Resolutions
Recording Formats
Recording Bitrate
Bitrate Control Modes
Recording Frame Rate
Live Streaming Formats
Live Streaming Bitrate
Live Streaming Frame Rate
Audio Compression Format
Audio Bitrate

HTTP, UDP,TCP, HLS, RTMP, RTSP, ONVIF, WebSocket, FTP, NTP, DHCP
Power switch
H.264, H.265
3840×2160p@30,1920×1080p@60,1920×1080p@30,1600×1200P60,
1680×1050p@60,1600×900P60,1440×900P60,1280×1024p@60,
1280×960p@60,1280×800p@60,1280×720p@60,720×480p@60,
640×480p@60
3840×2160p@30,1920*1080
MP4, TS, MOV
256kbps~20480kbps
CBR, VBR,AVBR, QVBR, CVBR, FIXQP, QPMAP
25~60fps
RTMP, RTSP, HLS
256kbps~20480kbps
25~30fps
AAC



 5.3 LT-C100 STREAMING BOX CAMERA
Sensor 4/3" Progressive Scan CMOS

Effective Pixels 11MP (16:9)

Video Signal HDMI Output:(3840x2160，1920×1080) 60/50/25/30fps

 USB 3.0 Output:

 1）MJPG：3840X2160P60 ；1920X1080P60；1280X720P60；800X600P60 ；704X576P60；
640X480P60；320X240P30 ；

 2）YUY2：3840X2160P14 ；1920X1080P60；1280X720P60；800X600P60 ；704X576P60；
640X480P60；320X240P30 ；

 3）H264：3840X2160P60 ；1920X1080P60；1280X720P60；800X600P60 ；704X576P60；
640X480P60；320X240P30 ；

 4）NV12：3840X2160P14 ；1920X1080P60；1280X720P60；800X600P60 ；704X576P60；
640X480P60；320X240P30 ；

Optical Zoom 3x

FOV 11.2° (Tele) to 73° (Wide); Lens: 12~40mm

Aperture F1.8– F2.6  

Digital Zoom 16x

Minimum Illumination 0.5lux (F1.8, AGC ON, Color)

Noise Reduction 2D & 3D DNR

White Balance Auto/Manual/One-Push/Indoor/Color Temp (2500K–9000K)

Focus DTOF/One-Push/Auto/Manual

Exposure Modes Auto/Manual/Shutter Priority/Aperture Priority
Backlight 
Compensation

On/Off

Dynamic Range Off/Adjustable levels

Video Adjustment Brightness, Chroma, Saturation, Contrast, Sharpness,etc.

SNR >55dB   

Video Outputs HDMI, Wired LAN, USB 3.0



 5.4 LC600 STREAMING BOX CAMERA

Sensor 1/2.8''SONY CMOS
Effective Pixels 8.29mega pixel
Video Signals  4K@25/30,1080p@60/50/30/25fps, 720p@60/50/30/25fps
Zoom 12x optical zoom
Lens f=3.42-40.02mm 
Aperture F1.88-3.77
Horizontal Angle 80.56(W)-7.89°(T)
Vertical Angle 49.61°(W)-4.46°(T)
Diagonal Angle 89.51°(W)-9.04°(T)
Video Output USB 3.0, HDMI,RJ45
LAN 10M/100M adaptive Ethernet port;
Network Protocol RTSP, RTMP, ONVIF,  Support VISCA Over IP
Video  Encoding Format H.264, H.265, MJPG, YUY2
Video Resolution 4K(3840*2160) etc
Signal Standard NTSC/PAL
Preset Position User can set up to 255 presets (10 presets by IR remote)
Control Interface RS-232 (input only), RS-485, USB，LAN
Shutter 1/30s-1/10000s, auto
Baud Rate 2400/4800/9600/38400bps
Control Protocol VISCA, PELCO-D, PELCO-P(RS-232, RS-485)
USB Protocol UVC1.1
Minimal Illumination 0.1Lux
SNR ≥50dB



Connect, Collaborate and Create with Tenveo


